
Mobilease Modular Space, Inc. - General Specifications and Statement of Work

PROJECT DEFINITION:

DATE: 8/16/2011 X= D= DEVIATION
MMS= MOBILEASE MODULAR SPACE, INC. I= E= EXCEPTION

CUST.= CUSTOMER OR CUSTOMER'S OTHER CONTRACTORS (EXCLUDED BY MMS) [O]= OPTION C= CLARIFICATION / INFORMATION
N.I.C.= NOT IN CONTRACT (EXCLUDED BY MMS) U= UPGRADE

MMS CUST. N.I.C. NOTE COMMENT

CATEGORY SPECIFICATIONS INCLUDED
ADMINISTRATIVE:

TAXES: ANY TAXES REQUIRED TO BE PAID ARE AN ADDITIONAL COST THAT SHALL BE 
REIMBURSABLE TO MOBILEASE.

X

ZONING - DEED RESTRICTIONS: RESPONSIBILITY FOR ENSURING THAT THE PROJECT CONFORMS TO ALL ZONING 
AND LOCAL DEED RESTRICTIONS, INCLUDING RESPONSIBILITY FOR RE-ZONING AND 
SPECIAL USE PERMITS.

X

TRANSPORTATION PERMITS: TRANSPORTATION PERMITS ARE INCLUDED, EXCEPT THAT CHANGES TO AN 
APPROVED ROUTE DUE TO UNFORESEEN CONSTRUCTION OR OTHER CAUSES ARE 
NOT INCLUDED AND SHALL BE NEGOTIATED BY THE PARTIES IF THOSE RESULT IN 
INCREASED COSTS TO MMS.

X

BUILDING AND OTHER PERMITS: ALL OTHER PERMITS INCLUDING BUILDING PERMITS, LICENSING COSTS AND IMPACT 
FEES.

X

PERFORMANCE & PAYMENT 
BONDS:

PERFORMANCE AND/OR PAYMENT BONDS. X

INSURANCE: MMS STANDARD GENERAL LIABILITY AND BUILDER'S RISK COVERAGE (EXCLUDING 
WIND AND FLOOD COVERAGE AT COASTAL OR "HIGH RISK" SITES) THROUGH MMS' 
PORTION OF WORK.

X

DELIVERY: DELIVERY OF MODULES FROM MMS STAGING AREA TO CUSTOMER'S SITE OR 
STAGING AREA.

X

TECHNICAL SERVICES AND SUBMITTALS  (NOTE: MOBILEASE DOES NOT PERFORM DESIGN; DESIGN SERVICES ARE BY THIRD-PARTY SUB CONSULTANTS):
CODES: 2003 IBC / ADA / NEC / IPC / IMC / IECC. X

COMPLIANCE: ANY SPECIFICATIONS AND/OR WORK REQUIRED TO COMPLY WITH CODES, 
REGULATORY AUTHORITIES, LICENSING, ZONING, DEED RESTRICTIONS, ETC., 
BEYOND THOSE REFLECTED HEREIN, ARE EXCLUDED. 

X

DESIGN CRITERIA: EDUCATION OCCUPANCY, TYPE V-B,  90 MPH WIND LOAD, EXPOSURE C, NON-
SPRINKLED, SEISMIC CATEGORY "B", 40 PSF FLOOR LOAD, 20 PSF ROOF LOAD.

X

GEOTECHNICAL INVESTIGATION: APPROPRIATE AND CURRENT GEOTECHNICAL INFORMATION AND SURVEYS AS 
NECESSARY FOR FOUNDATION DESIGN.

X

SITE DEVELOPMENT WORK:
SITE ACCESSIBILITY: MAKE SITE ACCESSIBLE FOR STANDARD MODULAR INDUSTRY DELIVERY AND 

INSTALLATION VEHICLES. 
X

EXCLUDED BY 
MOBILEASE MODULAR 

SPACE, INC.

CUSTOMER REQUIREMENT COMPARISON
GENERAL SPECIFICATIONS FOR  EXISTING 14' X 48' (NOMINAL DIMENSIONS) MODULAR RESTROOM BUILDINGS, OFFERED BY 
MOBILEASE MODULAR SPACE, MANUFACTURED IN 2008 BY COMARK BUILDING SYSTEMS.  DELIVERED AND SET-UP IN 
LAFAYETTE, LOUISIANA

RESPONSIBLE PARTY

INPUT
RESPONSIBILITY
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MMS CUST. N.I.C. NOTE COMMENT
RESPONSIBLE PARTY

SITE PREPARATION: GRADE AND COMPACT SITE AS REQUIRED TO ENSURE 1) THAT THE BUILDING SITE 
HAS NO MORE THAN TWELVE INCHES (12") OF ELEVATION DIFFERENTIAL BETWEEN 
ANY TWO POINTS WITHIN THE BUILDING FOOTPRINT INCLUDING AN AREA 
EXTENDING TEN (10') FEET OUTWARD IN ALL DIRECTIONS, AND 2) THAT SOILS 
PROVIDE A MINIMUM SOIL BEARING CAPACITY OF 2500 PSF OR ARE OTHERWISE 
ADEQUATELY PREPARED AND MAINTAINED TO SUPPORT PLANNED ON-SITE 
ACTIVITIES AND EQUIPMENT, ARE WELL-DRAINED AND NOT SUBJECT TO STANDING 
WATER FROM ENVIRONMENTAL SOURCES.

X

TEMPORARY UTILITIES AND 
SERVICES (POWER, WATER, 
SANITARY, HEAT, COOLING):

TEMPORARY UTILITIES AS NEEDED TO COMPLETE THE WORK. X

FINISHED FLOOR ELEVATION: SET MODULAR BUILDING USING PULL-ON METHOD, SO THAT FINISH FLOOR 
ELEVATION WILL BE 30-36" FROM AVERAGE EXTERIOR GRADE. 

X

BUILDING SET-UP, CROSS-
CONNECT AND MATELINE 
SEAMING:

MAKE ALL CROSSOVER CONNECTIONS, CLOSE-UP BUILDING AT MATELINES, ENSURE 
INTEGRITY OF STRUCTURAL MEMBERS AND WATER-TIGHT SEAL AT ROOF SEAMS.

X

FOUNDATION - PIERS: PROVIDE AND INSTALL  8" X 8" X 16", 2 CELL CONCRETE MASONRY UNIT ("CMU") 
BLOCKS, DRY-STACKED WITH WOOD SHIMS SET ON ABS OR SOLID PRE-CAST 
CONCRETE PADS, AND SET ON GRADE.  FOR PROPOSAL PURPOSES: MMS SHALL 
PRICE THE QUANTITY, SPACING AND SIZE OF PIERS BASED ON AN ASSUMED, 
TYPICAL MODULAR BUILDING FOUNDATION DESIGN AND A PRESUMED SOIL BEARING 
CAPACITY OF 2,500 PSF AND NON-EXPANSIVE SOILS, COMPACTED BY CUSTOMER.  
CUSTOMER IS RESPONSIBLE FOR ANY ADDITIONAL SERVICES THAT RESULT FROM 
DIFFERENT OR UNFORESEEN SOIL CONDITIONS OR A MATERIALLY DIFFERENT 
DESIGN THAN IS TYPICAL.

X

FOUNDATION WALL (SKIRTING): LABOR AND MATERIALS TO PROVIDE AND INSTALL PRESSURE TREATED WOOD 
FRAMING WITH SIDING TO MATCH EXTERIOR OF BUILDING, PASSIVE VENTILATION, 
AND SKIRT PANEL ACCESS.

X

UTILITIES TO BLDG: BRING WATER, SEWER, AND COMM. DATA UTILITIES FROM SITE SOURCE TO SINGLE 
POINT STUB IN CRAWL SPACE UNDER BUILDING FOR EACH SERVICE (WATER, 
SEWER, GAS, COMM. DATA, ETC.).

X

UTILITIES TO BLDG (ELECTRICAL): BRING ELECTRICAL FROM POWER SOURCE TO SINGLE POINT ELECTRICAL 
CONNECTION  AT BUILDING

X

DECKS, STEPS AND RAMPS: PROVIDE AND INSTALL DECKS, STEPS AND RAMPS PER ADA REQUIREMENTS X
PARKING: PARKING LOT, INCLUDING DRIVES, ENTRIES, SIGNAGE, ETC. AS OR IF REQUIRED. X
STOOPS, SIDEWALKS & 
EQUIPMENT PADS:

PORCH STOOPS, EQUIPMENT PADS, AND/OR SIDEWALKS PER SITE PLAN. X

CANOPIES: AT MAIN ENTRY AND EGRESS DOORS AS OR IF REQUIRED. X
LANDSCAPING: IN ACCORDANCE WITH LOCAL CODE REQUIREMENTS. X

FLOOR:
FRAME: OUTRIGGER TYPE, STEEL I-BEAM, SIZED TO MEET DESIGN CRITERIA. X
TRANSPORTATION RIGGING: REMOVED AND RETURNED TO MMS, WHEN BUILDING IS PURCHASED X
BOTTOM BOARD: SEAMLESS WOVEN POLYFLEX - MOISTURE & RODENT BARRIER. X
INSULATION: R-19 UNFACED. X
JOISTS: 2 X 8 SYP WOOD SPACED 16" OC X
DECKING: 3/4" T&G "ADVANTECH" X
FLOOR COVER: VINYL COMP. TILE (VCT) - 12' X 12" X 1/8" CONGOLEUM VCT - THROUGHOUT BUILDING X
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MMS CUST. N.I.C. NOTE COMMENT
RESPONSIBLE PARTY

BASE MOLDING: 4" CONTINUOUS VINYL COVE BASE - THROUGHOUT BUILDING. (COLOR SELECTION 
FROM MMS STANDARD DÉCOR GROUP). 

X

EXTERIOR WALLS:
STUDS: NOMINAL 2" X 4" WOOD STUDS SIZED AND SPACED TO MEET DESIGN CRITERIA. X
SHEATHING: 3/8" PLYWOOD WITH BUILDING WRAP X
INSULATION: R-11 KRAFT FACED. X
SIDING: PREFINISHED 26GA COMMERCIAL RIBBED METAL WITH 26 GA METAL TRIM. X

INTERIOR WALLS:
STUDS: NOMINAL 2" X 4" WOOD STUDS SIZED AND SPACED TO MEET DESIGN CRITERIA. X
INSULATION: 3-1/2" SOUND BATT. X
INTERIOR FINISH: FIBERGLASS REINFORCED PANEL (FRP) - FULL HEIGHT OVER 5/8" SUBSTRATE 

THROUGHOUT
X

ROOF:
DESIGN LOAD: 20 LBS PER SF LIVE LOAD X
RAFTERS OR JOISTS: 2 X 8 SYP WOOD SPACED 24" OC X
EXTERIOR TRIM: TO MATCH SIDING. X
CEILING: 2' X 4' SUSPENDED ACOUSTIC WITH SQUARE EDGE. X
CEILING HT: NOMINAL 8' (7'-10" ACTUAL). X
INSULATION: R-19 UNFACED FIBERGLASS. X
SHEATHING: 1/2" PLYWOOD W/ H-CLIPS X
ROOFING: PREFINISHED 29GA COMMERCIAL RIBBED METAL WITH 26 GA METAL TRIM. X
ROOF SLOPE: 1/4" IN 12" PITCH ROOF. X
ROOF LINE: GABLE ROOF, NO OVERHANG. X
GUTTERS  & DOWNSPOUTS: 4" ALUMINUM GUTTERS WITH DOWNSPOUTS. X
SPLASH BLOCKS: PRE-CAST CONCRETE SPLASH BLOCKS AT SCUPPER DROPS AND DOWNSPOUTS. X

EXTERIOR DOOR:
DOOR #1: 3'-0" X 6'-8" 18 GA PAINTED HOLLOW METAL DOOR. X
FRAME #1: 16 GA PAINTED HOLLOW METAL, KD. X
HARDWARE: PULL / PANIC, GRADE 2, MEETING ADA WITH MAGNETIC WEATHER STRIPPING, DRIP 

CAP AND DOOR SWEEP.
X

CLOSER: TELL 800 SERIES X
KEYED LOCKSETS: ONE KEY FOR EACH DOOR, ONE MASTER FOR EACH BUILDING. X

INTERIOR DOOR:
DOORS: 2'-0" X 6'-8" PREFINISHED WOOD, SOLID CORE. X
FRAMES: 18 GA PREFINISHED METAL, KD. X
HARDWARE: LEVER / LEVER, GRADE 2, MMS STANDARD X
LOCKSETS TYPES: PASSAGE AT HOT WATER HEATER CLOSET X

WINDOWS:
NONE

ELECTRICAL:
SERVICE: SINGLE PHASE 120/240 V. X
PANEL(S): PROVIDE AND INSTALL INTERIOR SUB PANELS, SIZED PER DESIGN CRITERIA AND 

CODE. 
X

METER: PROVIDE AND INSTALL METER BASE, CONNECT TO MDP OR GUTTER TRAY. X
GROUND: PROVIDE AND INSTALL SERVICE GROUND ROD AT EACH MDP OR GUTTER TRAY. X
TRANSFORMERS - REGULATORS: PROVIDE, INSTALL AND CONNECT TRANSFORMER AS OR IF REQUIRED. X
UTILITY CONNECTION 
(ELECTRICAL):

LABOR AND MATERIALS TO MAKE FINAL CONNECTION FROM SITE POWER TO MAIN 
DISTRIBUTION PANEL (MDP), MAIN DISCONNECT OR GUTTER TRAY.

X

LOW VOLTAGE ENTRY CONDUIT: PROVIDE STUBS AND BOX FROM INTERIOR OF BUILDING TO EXTERIOR FOR PHONE, 
DATA, FIRE ALARM, ETC.

X
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MMS CUST. N.I.C. NOTE COMMENT
RESPONSIBLE PARTY

UTILITY CONNECTIONS 
(DATA/COMM):

LABOR AND MATERIALS REQUIRED TO BRING AND TERMINATE DATA/COMM WIRING 
AND/OR FIBER-OPTIC LINES (FOR PHONE, DATA AND FIRE ALARM) FROM SITE 
SOURCE TO COMMUNICATION OR DATA PUNCH BLOCKS, RACKS OR FIRE ALARM 
PANEL WITHIN BUILDING.

X

CIRCUIT WIRING: PER CODE #12 AWG WIRE OR GREATER. X
CONDUIT: EMT/MC X
INTERIOR LIGHTS: 120V 2' X 4' FLUORESCENT 4 BULB RECESSED, T-8 ELECTRONIC BALLASTS, 

PRISMATIC DIFFUSERS.
X

EXTERIOR LIGHTS: VANDAL RESISTANT FLUORESCENTS AT EXITS. X
EXIT SIGNS: FLUORESCENT WITH BATTERY BACK-UP, PER CODE. X
EMERGENCY LIGHTS: WALL MOUNTED 2 BULB INCANDESCENT WITH BATTERY BACK-UP, PER CODE. X
RECEPTACLES: 20 AMP 125 V TWO POLE 3 WIRE PER CODE. X
DEDICATED RECEPTACLES OR 
CIRCUITS:

20 AMP 125 V TWO POLE 3 WIRE. X

GFCI RECEPTACLES: AS OR IF REQUIRED BY CODE. X
SWITCHES: 120V, SWITCH PER CODE. X
VOICE & DATA BOX & VERTICAL 
CONDUIT:

PROVIDE AND INSTALL BOX AND CONDUIT IN THE WALLS ONLY (STUBBED TO JUST 
ABOVE THE CEILING). 

X

VOICE & DATA BOX & HORIZONTAL 
CONDUIT:

PROVIDE, INSTALL AND CONNECT HORIZONTAL CONDUIT FROM WALL STUBS. X

VOICE & DATA JACKS & WIRING: PHONE AND DATA SYSTEM (WIRE, JACKS, PANELS, EQUIPMENT, ETC.). X
FIRE PROTECTION / DETECTION:

FIRE ALARM WIRE, DEVICES & 
PANEL:

SELF-CONTAINED FIRE ALARM WITH SMOKE DETECTORS, MANUAL PULL STATIONS X

FIRE SPRINKLER SYSTEM: PROVIDE AND INSTALL WET PIPE FIRE SPRINKLER SYSTEM TO INCLUDE RISER AND 
SHUT OFF VALVES WITHIN THE BUILDING.

X

FIRE EXTINGUISHERS: 5# ABC EXTINGUISHERS ON HOOKS OR IN SEMI-RECESSED CABINETS. X
PLUMBING: 

WATER LINES: CPVC X
SHUTOFF VALVES: CHROME ALL FIXTURES. X
EXTERIOR FAUCETS: FROST PROOF WITH PLUMBERS KEY. X
UTILITY CONNECTION (POTABLE 
WATER):

LABOR AND MATERIALS TO CONNECT SITE UTILITY (WATER) LINE STUB (LOCATED 
UNDER BUILDING) TO SINGLE STUB, UNDER BUILDING, WITHIN THE CRAWL SPACE. 
INCLUDES PRESSURE REGULATORS, BACKFLOW PREVENTERS, ETC. 

X

WASTE LINES: PVC SCH 40 DRAIN & VENT, INDIVIDUAL STUBS TO CRAWL SPACE. X
SEWER MANIFOLDING: PROVIDE LABOR AND MATERIALS AS NECESSARY TO MANIFOLD INDIVIDUAL SEWER 

STUBS TOGETHER TO A SINGLE POINT OF CONNECTION WITHIN CRAWL SPACE 
(INCLUDING CLEAN-OUTS PER CODE).

X

UTILITY CONNECTIONS (SANITARY 
SEWER):

LABOR AND MATERIALS TO CONNECT SITE SEWER LINE (LOCATED UNDER THE 
BUILDING) TO A SINGLE CONNECTION POINT, WITHIN CRAWL SPACE.

X

WATER COOLERS: DUAL HEIGHT, ADA COMPLIANT, ELECTRIC. X
JANITOR'S SINK: FLOOR MOUNTED FIBERGLASS, INCLUDES FAUCET WITH DUAL HANDLES. X
WATER HEATER: ELECTRIC SIZED APPROPRIATE FOR USE REQUIREMENTS AND CONDITIONS. X
LAVATORIES: WALL HUNG VITREOUS CHINA 19" X 17". X
FAUCETS: SINGLE LEVER W/BRASS STEM. X
TOILETS: TANK TYPE, ELONGATED BOWL, VITREOUS CHINA, ADA COMPLIANT WHERE 

REQUIRED BY CODE..
X

URINALS: WALL HUNG VITREOUS CHINA WITH FLUSH VALVE. X
FLOOR DRAINS: PVC WITH ADJUSTABLE STRAINER, INTEGRAL TRAP, ONE IN EACH RESTROOM X
ADA GRAB BARS: BRUSHED, STAINLESS STEEL, PER CODE. X
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MMS CUST. N.I.C. NOTE COMMENT
RESPONSIBLE PARTY

MIRRORS: 18" X 36" STAINLESS STEEL FRAMED MIRROR AT EACH LAVY. X
REST ROOM ACCESSORIES: PROVIDE AND INSTALL TOILET ACCESSORIES, TO INCLUDE, BUT NOT LIMITED TO, 

TOILET PAPER DISPENSERS, PAPER TOWEL DISPENSER / DISPOSAL, LIQUID SOAP 
DISPENSER, SANITARY PRODUCT DISPENSERS / DISPOSALS ETC.

X

TOILET PARTITIONS: PREFINISHED METAL, FLOOR MOUNTED AND OVERHEAD BRACED IN MULTI-USER 
RESTROOMS.

X

H.V.A.C.:
HVAC UNIT: WALL MOUNT ELECTRIC WITH HEAT STRIPS, SINGLE PHASE, SIZED PER DESIGN 

CRITERIA.
X

FILTERS: MANUFACTURER'S OEM ONLY. X
SUPPLY DUCTS: CLASS 1 FLEXIBLE FIBERGLASS THROUGHOUT. X
REGISTERS: 24" X 24" FIXED MANUFACTURER'S STD. X
RETURN AIR: CLASS 1 FLEXIBLE FIBERGLASS THROUGHOUT. X
THERMOSTAT: 7 DAY PROGRAMMABLE WITH OCCUPANT OVERRIDE. X
BATH EXHAUST: COMBINATION LIGHT/FAN, WIRED TO LIGHT SWITCH & SIZED PER CODE. X

MISCELLANEOUS:
CLEANING: BROOM CLEAN AT COMPLETION OF INSTALLATION. X
OTHER: ANYTHING NOT LISTED IN THESE GENERAL SPECIFICATIONS X X C EXCLUDED BY MMS
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